
 High effi  ciency, high safety, high reliability

 Highly transparent self-cleaning glass

 Resistant to environmental infl uences: Passed salt mist & ammonia test

 5-busbar-technology - PID free

 German warranty

320 W  325 W  330 W

MONO S2
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Solar Modules
MONOCRYSTALLINE
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Mono S2
(half cell module)

Note:
Ensure correct polarity!

Mounting hole
4-6.5 x 9

Grounding holes
8-R2

Drainage holes
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Junction Box

Further information
Number of cells 60 monocrystalline cells

Size of cell 158.75 x 158.75 mm

Module dimensions 1664 x 1002 x 35 mm

Type of Frame Anodized aluminium alloy

Max. system voltage 1000 V

Reverse current loading capability 15 A

Glass thickness 3.2 mm

Weight 18.9 kg

Module connec� on MC4 compa� ble, PV1-F, 4.0 mm², cable length: (+) ≥ 1200 mm, (−) ≥ 1200 mm

Junc� on box ra� ng IP67

Allowable Hail Load 25 mm iceball with velocity of 23 m/s

Snow load 5400 Pa =̂ 550 kg/m2

Temperature data
Opera� ng temperature - 40° C ~ + 85° C

Opera� ng humidity 5 ~ 85 %

Power temperature coeffi  cient TK (PMPP) - 0.390 %/K

Voltage temperature coeffi  cient TK (UOC) - 0.295 %/K

Current temperature coeffi  cient TK (ISC)  0.039 %/K

Electrical data under STC (Standard Test Condi� ons: 1000 W/m², 25 °C, AM 1.5)

Rated power Pmax 320 W 325 W 330 W

Sor� ng limits of performance 0/+3 % 0/+3 % 0/+3 %

Voltage UMPP 32.76 V 32.97 V 33.17 V

Open circuit voltage UOC 40.60 V 40.71 V 40.91 V

Current IMPP 9.77 A 9.86 A 9.95 A

Short-circuit current ISC 10.23 A 10.32 A 10.41 A

Effi  ciency 19.19 % 19.49 % 19.79 %

Mono S2

15-year product warranty, 25-year linear performance warranty according to our addi� onal warranty condi� ons for solar power modules of the 
“Mono S2” product series, which we will gladly send you.

Subject to technical modifi ca� ons with corresponding follow-up cer� fi ca� ons. Errors excepted. Illustra� on similar.

SF Solar Fabrik GmbH & Co. KG
Im Gewerbegebiet 12
63831 Wiesen
Germany

Phone: +49 (0)6096 9 700-790
Fax: +49 (0)6096 9 700-728
Mail: info@solar-fabrik.de
Web: www.solar-fabrik.de

Your specialist dealer:

Standard tiered warranty

Linear performance warranty

Linear performance warranty for guaranteed added value80 %

90 %

100 % 

years
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Module performance

Shipment
Dimension pallet (L/W/H) 170/112/115 cm

Weight pallet approx. 613 kg

Modules per pallet 30

Modules per 
container [40‘ HC]

840

Truck
Dimension pallet (L/W/H) 170/112/115 cm

Weight pallet approx. 613 kg

Modules per pallet 30

Modules per truck 900

Packaging Specifications


